Willow

SOUND ABSORPTION COEFFICIENT ACCORDING TO ISO 354 AND ISO 11654

Measurement of sound absorption coefficient in a reverberation room

imfn
]

=

&
EpTe
1003
ISOMEEC 17025

g

LIV

Report number

13-200-M6

Date

2014-01-21

Reverberation room volume:

Temperature:

Air humidity:

200m*
14°C (empty: 13°C)
43% (empty: 45%)

Air pressure:

100.3kPa (empty:100.3kPa)

Size of specimen:

Measurement date:

Measured by:
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10.2m?

2014-01-14

Magnus Karlsson

Frequency Sound absorption Client: Artimo Textiles BV
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Product identification: Willow
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63 0.04 0.05 Description of test specimen: G-100, draperad
150 g/m2, 100% polyester Trevira CS
80 0.03 Total ej draperad tygyta 2,90x7,00
100 0.10
125 0.08 0.10
160 0.08 12
Test |
200 0.18 ey
P
250 0.23 0.25 — — Reference curve
315 0.30 1.0
400 0.36
500 0.39 0.40
630 0.43 08}
800 0.43 L
=
1000 039 040 m
@
1250 0.37 S 06}
1600 0.39 15
2000 042 0.0 g
w
2500 0.43 <
04
3150 0.47
4000 0.52 0.55
5000 0.59
0.2+
a, = 0.40(H) B
Absorption class = D 0 = jo_ = 1 |

63 125 250

500 1k 2k
Frequency band (Hz)

4k

(((AKUSTIKVERKSTAN)))



